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UV 405 Uv 412 UV 450 UV 440-480

Portatamax(/min)  Max.flow rate (I/min) 2 | 4. g™ 75 85 | 100 | 200
Lampade Lamps 1 1 1 2 1 2 2
Assorbimento elettrico (W * 2%) Electrical consumption (W + 2%) 30 40 40 40 80 40 80
Dose UV-C (J/m?) con UVT 99% - 1em  UV-C Dose (J/m?) @ UVT 99% - Tem| 300 300 300 300 300 400 400
Durata lampada Lamp lifespan i 9.000 h
Materiale collettore Manifold material AlSI 304 (AISI 316 L on request)
Pressione max (bar) Max. pressure (bar) 10
Raccordi idraulici IN-OUT connection 3/4"M 1"M 11/2"M 1"M 11/2"™M 112"M |1 1/2"M
Alimentazione elettrica Electrical supply B i . 230V-50/60Hz
Dimensione quadro elettrico (mm) Electrical panel dimensions (mm) 215x215x90
Totmog LCD
AvtaAAakTikr) Auxvia
AvTaAAakTIKOG BAhapog
UV AISI 316L + 18%

QUADRO ELETTRICO ELECTRICAL PANEL LcD?

Grado protezione Protection degree IP 55

Display LCD? {contrallo a microprocessore)  LCD? Display (microprocessor control) X

Contaore totale ) Total hour-meter B &7 X )

Contaore resettabile Resettable count down hour-meter X

Led rosso di anomalia Alarm red led X

Rele Allarme Contatto Pulito NA/NC Alarm relay Free Contact NO / NC X

Rele Allarme Uscita 230V NA / NC-2A max  Alarm relay 230 VNO / NC outlet - 2 A max X

On/Off Timer On/Off Timer X

Contatto remoto On/Off Remote On/Off contact X

Display controllo irraggiamento/temperatura  Display of Irradiation /temperature control Only Plus Version

i Spegnimento per alta temperatura collettore  Shutdown for high te;perature UV chamber Only Plus Version
Contatto 4/20 mA 4/20 mA contact Optional only for Plus Version

LCD: yniaxd display pe évBeign wpwv Asitoupyiag, évBeign BAGRNG Tng Auxviag, eTagr yia peragopd orjparog Tng BAARNG kal emaer yia evioAr o
dayvnTikr] BaABida yia SiakoTr Tng Tapoyrg Tou vepou. 230V/50Hz. H pyayvntikh ev TeplAapBdveral.

LCD PLUS: £xei 1ig iBieg Aeitoupyieg pe Tov TUTmo LCD ouv évdeign évraong aktivoBoliag, £vBeign Beppokpaaiag, SiakoTr AsiToupyiag Adyo
uTrepBépuavang Tou BaAdpou Kal TpoaipeTikd eTTagn yia amopakpuopévn Aeitoupyia on/off Tou ocuotfipartog. (emBdpuvon + 35%)



Serie RACK LCD RACK LCD .

Dose UV-C con UVT 99% - 1em U-Cdose _ _.. ... ... [
Durata lampada Lamp lifespan 9.000 h

Materiale collettore: Manifold material: AlSI 304 (316 L)
Configurazione Configuration : “Z" SHAPE
Pressione massima Max. pressure 10 bar
Alimentazione elettrica Electrical supply = 230V -50/60 Hz
Quadro elettrico Electrical pa nel RACK LCD? (PLUS)

Gli impianti della serie RACK LCD? utilizzano
lampade da 80W. Sono costituti da un
collettore in acciaio inox lucido interno/
esterno e da un quadro elettrico dotato di
microprocessore.

Applicazioni comuni: acqua primaria sia civile
che industriale, food & beverage

The UV RACK LCD? series uses 80 W
low pressure lamps. These UV units are
composed by a int./ext polished stainless
steel UV reactor and a control panel with
microprocessor.

Main application: Private and Municipal
water, industrial water, food & beverage.

UV 80/3
SERIE RACK LCD? RACK LCD? SERIES uv 80/3 uv 80/4
Portata max (m*/h) Max. flow rate (m*h) 20 30 40
N. lampade No. of lamps 3 4 5
Raccordi idraulici IN-OUT connections 2"M DN80 DN8o
Assorbimento elettrico (W + 2%) Power consumption (W 2%) 80 80 80
Dimensioni quadro elettrico (mm) Electrical panel dimensions (mm) 400x300x200 ﬂ
Tomog LCD

AvriaAhakTikr Auxvia
AvIaAAakTIK6G BdAapog
UV AISI 316L + 18%

QUADRO ELETTRICO ELECTRICAL PANEL RACK LCD?

Grado protezione Protection degree Fa< IP 55
Display LCD? (controllo a microprocessore) LCD? Display (microprocessor control) X
Contaore totale Total hour-meter X
Contaore resettabile Resettable count down hour-meter X

Led rosso di anomalia Alarm red led X

Rele Allarme Contatto Pulito NA/NC Alarm relay Free Contact NO / NC X

Relé Allarme Uscita 230V NA / NC-2A max Alarm relay 230 V NO / NC outlet - 2 A max X
On/Off Timer On/Off Timer X
Contatto remoto On/Off Remote On/Off contact X
Display controllo irraggiament_ca/temperatura Display of Irradiation /temperature control Only Plus Version
Spegnimento per alta temperatura collettore Shutdown for high temperature UV chamber Only Plus Version
Contatto 4/20 mA 4/20 mA contact Optional only for Plus Version

LCD: yngiaké display pe évBeign wpwv Aeitoupyiag, évdeign BAGRNS NG Auxviag, eTagn yia peTapopd orjparog TN BAGRNG Kal ETa@r| yia evioAr o€
payvnrikh BaABida yia Siakotr tng Tapoxng Tou vepol. 230V/50Hz. H payvnrikr dev Tepihappdveral.

LCD PLUS: éxei 1ig iBieg Aeitoupylieg pe Tov TUmo LCD ouv évBeign éviaong akrivoBoAiag, évBeign Beppokpaciag, Siakomr Asitoupyiag Adyo
uTepBEPUavOTS Tou BAAGHOU Kal TTPOQIPETIKG ETTAQr] Yia aTopakpuapévn Aeitoupyia on/off Tou cuatiparog. (emBdpuvan 35%)



